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PRODUCT SPECIFICATIONS 
300 SERIES TRIANGULAR GABLE LOUVERS 

 
 
 
 

1.1 MATERIALS: 
 
1.1.1 Aluminum Alloys: Conform to ASTM B209. 

Frame: 0.025” Aluminum Coiled Sheet. (Embossed on painted units) 
Louvers: 0.025” Aluminum Coiled Sheet. (Embossed on painted units) 
Screen: 10 mil, 8x8 mesh perma-coated Aluminum Screen. 

1.1.2 Paint: Factory applied baked on Valspar Super Flex. 
 

1.2 MISCELLANEOUS: 
 
1.2.1 Description: Self-flashing, gable mounted attic exhaust vent. Louvers are stamped, roll-

formed, and riveted securely in place to the frame. This is an exhaust vent and must be 
used in conjunction with adequate intake vents for proper operation. 

1.2.2 Color: Available in BROWN, WHITE, and MILL finish. 
1.2.3 Net Free Area: 80-805 square inches per unit. 
1.2.4 Dimensions: 

306-3: Center Height: 9”, Base Length: 6’, NFA: 80 in2. 
306-4: Center Height: 12”, Base Length: 6’, NFA: 121 in2. 
306-5: Center Height: 15”, Base Length: 6’, NFA: 162 in2. 
308-3: Center Height: 12”, Base Length: 8’, NFA: 166 in2. 
308-4: Center Height: 16”, Base Length: 8’, NFA: 242 in2. 
308-5: Center Height: 20”, Base Length: 8’, NFA: 322 in2. 
308-6: Center Height: 24”, Base Length: 8’, NFA: 408 in2. 
310-3: Center Height: 15”, Base Length: 10’, NFA: 273 in2. 
310-4: Center Height: 20”, Base Length: 10’, NFA: 398 in2. 
310-5: Center Height: 25”, Base Length: 10’, NFA: 523 in2. 
310-6: Center Height: 30”, Base Length: 10’, NFA: 605 in2. 
312-3: Center Height: 18”, Base Length: 12’, NFA: 416 in2. 
312-4: Center Height: 24”, Base Length: 12’, NFA: 609 in2. 
312-5: Center Height: 30”, Base Length: 12’, NFA: 805 in2. 

1.2.5 Packaging: Packaged 1 to a carton. NOTE: 1 unit consists of two halves. UPC labels are 
affixed to each carton. 

 


