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750 EXTENDED FLANGE
SLANT BACK VENT

 ` Greater air flow with three louvered sides.

 ` Extra large six inch nailing flange.

 ` Fits all hip, pitched or gable roofs.

 ` Weathertight seamed collar.

 ` High profile for increased weather protection and circulation.

 ` Prevents roof discoloration.

 ` Bird-proof.

 ` Embossed painted finish for added strength, extended paint 
life, durability, and blending appearance with shingles.

 ` Model 750-ES* provides enhanced weather protection.

750-E & 750-ES FEATURES

Lomanco 700 Series Roof Louvers are built with three outward 
and upward discharging side vents to prevent unsightly roof 
streaking that is so common with ordinary roof louvers. This 
exclusive Lomanco design also prevents the problem of bird and 
animal infiltration while providing maximum attic exhaust air flow 
and weather protection.

Weathered BronzeWhite BlackBrownMill Finish

Colors Available:

THE IDEAL 
DORMER VENT!

Model  Overall Size 
(in.)

Opening Size 
(in.)

NFA 
(in.2)

750-E 23 x 271/4 x 5 8    50
750-ES* 23 x 271/4 x 5 8 50

Want more info? 
Scan this QR 
code with your 
smartphone. 

MODEL 750-ES*
Cutaway View

Wildland
URBANInterface

(WUI) Products
Meets the prescriptive language of the ICC and California codes as well as the NFPA 
1144 standard for WUI.
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