
Model  Overall Size (in.) Opening Size (in.) NFA (in.2)
550 PRO 153/8 x 163/8 x 33/4 9 50
550 PRO-G 153/8 x 163/8 x 33/4 9 50BL BR WBWH MF

Available Colors:

ATTIC FLOOR SPACE
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550 PRO Series 5 10 7 4 4 3 4 7 8 16 11 7 6 5 7 12 10 20 14 8 7 6 8 14 12 24 17 10 9 7 10 17 15 30 21 12 11 9 12 21 17 34 23 14 12 10 14 24

How many vents do you need? Select the Attic Floor Space to be ventilated and an Exhaust System — find where the two intersect to determine the amount of 550 
PRO vents needed.  Select an Intake System and repeat the steps to determine the amount of intake vents needed. 
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• Patented design. See lmcpat.com

• Low-profile design.

• Top and base available in aluminum or galvanized  
steel construction.

• Tool-less removable top.

• One-piece molded plastic collar for enhanced weather 
protection and pest resistance.

• Extra-high base flange with rounded corners.

• 8x8 mesh screen for enhanced weather protection and pest 
resistance.

• Anti-rotation base design. 

550 PRO FEATURES:

550 PRO

Top and base available in 
aluminum or galvanized 
steel construction.

One-piece molded plastic  collar 
and 8x8 mesh screen provide 
enhanced weather protection and 
pest resistance.

Extra-high flange 
on base.

Tool-less 
removable top.

ADVANCED FEATURE PAN-STYLE VENT

P
ROF E S S I O N AL'S

C H O I C E

Net Free Area

sq in.

50


