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 ` Fits all pitched roofs.

 ` Weather-tight seamed collar.

 ` Prevents roof discoloration.

 ` Embossed painted finish for added 
strength, extended paint life, durability, 
and blending appearance with shingles.

 ` Bird-proof.

 ` Large nailing flange.

 ` Available in aluminum or galvanized 
steel construction.

 ` Exhaust vent adapter fits 3" or 4" flexible duct.

 ` Designed for use with bathroom exhaust fans.

 ` Exhausts household moisture. 

 ` Tested for all climates.

 ` Built in damper prevents back draft.

 ` Works with any roof system.

 ` Ideal for new construction.

 ` Solution for existing homes.

 ` 10” nailing flange.

 ` The EVA-34 adapter is also available separately 
to fit any Lomanco static roof vent.

EVA Combo Vent

The Perfect Combination!

Model Vent Overall 
Dimension (in.)

Adapter Overall 
Dimension (in.) Adapter Size WT. per CTN. (lbs.) Packaging

EVACV 123/16 x 173/4 x 4 10 x 10 x 31/4 Accommodates  
3 and 4 inch duct

Aluminum - 13.3
Galvanized - 20.3

6 single packed units 
per master carton

Want more info? 
Scan this QR 
code with your 
smartphone. 

Texas Department of 
Insurance “Windstorm” 
Approved

Includes the EVA-34 adapter packaged with our 730 exhaust roof vent for a complete exhaust solution.

EVA-34 Adapter Features: Exhaust Vent Features:

Exhaust Vent

EVA-34 Vent Adapter

BUILT IN DAMPER

Weathered 
Bronze

Black White Brown Mill Finish

Colors Available:

LO407_0515MADE IN USA


