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 ` ICC-ES verified, meets code requirements.
 ` Aerodynamically curved internal baffles to 

minimize wind resistance.
 ` Functional and concealed when installed.
 ` Interlocking self alignment design.
 ` Molded in weep openings, nail holes and end 

plug.
 ` Excellent airflow design with superior weather 

protection and no filter to clog.
 ` 30 Year Transferable Warranty.

 ` ICC-ES verified, meets code requirements.
 ` For concrete flat tile.
 ` Pneumatic nail gun or hammer installed.
 ` External venturi baffle.
 ` Weatherproof underlapping joint.
 ` Molded centerline for easy alignment.
 ` Tough durable construction, engineered 

material guarantees longevity.
 ` Lifetime Limited Warranty.
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 ` ICC-ES verified, meets code requirements.
 ` Functional and concealed when installed. 
 ` Works on high & medium profile “S” tile roofs 

with 2”x6” ridge pole.
 ` Interlocking self alignment design.
 ` Molded in weep openings, nail holes and end 

plug. 
 ` Excellent airflow design with superior weather 

protection and no filter to clog.
 ` 30 Year Transferable Warranty.

 TRV-4  FEATURES:

ESR-3482

NOW ICC-ES 
VERIFIED!

As a subsidiary of the International Council 
Code, ICC-ES uses the most up-to-date codes 
and standards for evaluating products. The 
Lomanco TRV-4, IV-9 and LOR9-4 are ICC-ES 
verified to meet code requirements.

ICC-ES Evaluation Report #: ESR-3482


